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Preliminary Draft Staff Report for PAR 1157

EXECUTIVE SUMMARY

Proposed amendments to Rule 1157 — PM10 Emissia@luddens from Aggregate and
Related Operations are designed to simplify anehstiine the implementation of the high
wind exemption by establishing specific dust cantemuirements that impacted facilities
must comply with.

The high wind exemption provides the impacted fied with an enforcement shield from

exceeding the rule’s performance standards durigly winds, provided they meet certain
requirements. Industry operators argue that tlmeectihigh wind exemption requirements
for many of them are impractical and difficult tmplement. High winds are defined as
instantaneous wind speeds exceeding 25 miles par (roph). Staff has proposed

streamlined high wind exemption language that walichinate this burden and allow the
loading and transporting of aggregate materialdoag as appropriate dust controls are
applied. Subsequent changes to the proposed exempnguage after the full public

process may occur, and additional minor amendmeag be considered to increase rule
clarity and compliance.

Since the new proposed high wind exemption languegknger restricts the exemption to
loading and transporting activities supporting icailt construction projects (e.g., hot mix
asphalt and concrete batching), a potential entissincrease can be expected from other
sources. These include aggregate loading andpwaisy, as well as storage piles and
unpaved roads disturbance during high winds. Th&s®ons increase associated with the
proposed amendments to Rule 1157 are anticipategdeed the California Environmental
Quality Act (CEQA) significance threshold for PMIJ 150 |bs/day. However, staff is
seeking comment relative to the methodology usedeiive the emissions increase. As
discussed in greater detail herein, staff is evmlgathe emissions increase relating to a
worst-case high wind day based on historical metegical data from District air monitoring
stations. The AQMD will prepare a full environmainanalysis in accordance with CEQA.

High-Wind Exemption

Under the current high wind exemption provisionshe rule, aggregate and related facilities
that can meet the performance standards of Rulé duE&ng high winds can continue their
normal operations and supply materials to theitausrs. Otherwise, these activities must
be ceased, except for:

= activities at the concrete batching and hot mixhalffacilities that produce materials for
use in a construction project that is being pavegbored during high winds; and
» Joading and transport of aggregate materials dyéatthe above mentioned facilities.

However, existing provisions also require that eéhécilities prove that irreparable damage
to the construction projects would occur if suclkermgons are ceased during high winds.

The proposed modification to the high wind exemptiwould eliminate these proof
requirements for aggregate and related faciligesl allow the loading and transporting of
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aggregate materials during high winds as long gwogpiate dust controls are applied.
Specifically, it is proposed that water shall belagul twice per hour during active operations
on unpaved roads that are not treated with chendigat suppressant, and water shall be
applied within fifteen minutes of each loading wityi to unstable areas on the storage piles
that are disturbed due to loading. The high wirdneption portion that is applicable to
concrete batching and hot mix asphalt remains urgdth

REGULATORY BACKGROUND

Rule 1157 — PM10 Emission Reductions from Aggregatd Related Operations was
adopted by the AQMD’s Governing Board on Januar0Q5. During the public hearing,

some members of the aggregate industry raised omeegarding the high wind exemption
provisions. The industry stated that these prowsiimpose an impractical burden to the
industry since it is impossible for the aggregaeilities to keep track and prove that their
materials are used to support construction projdws would be irreparably damaged if
discontinued during high wind events.

On February 10, 2005, the California Mining Asstora (CMA) filed a complaint against

the AQMD alleging, among other claims, that theerbntains an unworkable high wind
exemption. On September 2, 2005, CMA and the AQMBcuted a formal settlement
agreement. The AQMD agreed to bring to the Gowgroard language to address the high
wind exemption. AQMD and CMA agreed upon propdseduage which would be
presented at a Public Workshop. The AQMD will adasall public comments and input
and make changes to the proposal as necessanyfullfpeblic rule adoption process is to be
followed, including conducting an analysis to detere the potential significant
environmental impacts of the proposed high windhexgon.

PURPOSE AND APPLICABILITY

The purpose of this rule amendment is to improedriplementation of the high wind
exemption provision and to improve rule clarity ardorceability. By eliminating
requirements that are considered infeasible tanithestry and allowing only limited activities
to continue during high winds, provided appropr@st suppressants are applied according
to District rules, the proposed exemption would@cothe public from exposure to high
particulate concentrations during high winds withcausing negative economical impacts to
the industry, as well as to the region.

LEGAL AUTHORITY

The AQMD obtains authority to adopt, amend, or edpales and regulations from Health
and Safety Code Sections 39002, 40000, and 40001.
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AFFECTED INDUSTRY

The proposed amendments to the high wind exemptiovisions would apply to aggregate
loading and transporting activities at approximag9 aggregate facilities. The existing
exemption provisions are already applicable to séfbkot mix asphalt and 100 concrete
batching facilities in the South Coast Air Basimdhose provisions remain unchanged.

SUMMARY OF PROPOSED RULE AMENDMENTS

The proposed amendments to the high wind exempiowisions would exempt facilities
from compliance with Rule 1157 opacity standardsnduhigh winds if all normal operations
are ceased, except for dust controls, underwasstgirg, and the transporting of dredged
materials to the surge piles. In addition, theling and transport of aggregate may continue
provided that: (1) appropriate dust controls anglied according to District’s rules, (2) water
is applied twice per hour during active operationsunpaved roads that are not treated with
chemical stabilizers, and (3) water is applied mitlifteen minutes of each loading activity
to unstable areas on the storage piles that aterloksl due to loading. High winds are
defined as instantaneous wind speeds exceedingB5 m

The high wind exemption portion that is currentpyphkcable to concrete batching and hot
mix asphalt remains unchanged as it allows thosdities to continue the activities to

produce materials for use in construction projediéch are being paved or poured during
high winds, provided that dust controls are appabdely applied as required by District’s

rules.

EFFECT ON EMISSIONS

Since the new proposed high wind exemption langugknger restricts the exemption to
loading and transporting activities supporting icalt construction projects (e.g., hot mix
asphalt and concrete batching), a emissions inereas be expected from other sources.
These include aggregate loading and transportsgyedl as storage piles and unpaved roads
disturbance during high winds.

The emissions increase will be estimated basedhemssumption that all the 29 aggregate
facilities will continue normal operations, that lisading and transporting of aggregate
materials, storage pile disturbance, and usagenpéwed roads, and that such emissions
would occur under the same conditions as the woestsured meteorological high wind day
for the South Coast Air Basin.

Based on historically available meteorological dfttan District monitoring stations, the
worst high wind day experienced an average winctspd approximately 35 mph over a
nineteen hour period. This data was registerdileaFontana monitoring station. For this
given day, the emissions associated with aggrdgatBng and transport activities for all 29
facilities will be determined using calculation riaulas for loading/unloading activities (AP-
42, Fifth Edition, Section 13.2.4 Aggregate Hangllemd Storage Piles), open storage pile
disturbance (AP-42, Fifth Edition, Section 11.1%And and Gravel Processing), and
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unpaved road emissions (AP-42, Fifth Edition, Secti3.2.2 Unpaved Roads) that take into
account the local meteorological conditions (highdastrength and duration) for the nearest
monitoring station, recognizing that some statiores/ not experience high winds in excess
of 25 mph.

The emissions increase associated with the propeseendments to Rule 1157 are
anticipated to exceed the District's CEQA significa threshold for PM10 of 150 Ibs/day.

Staff is seeking comment relative to the methodplaged to derive the emissions increase.

CONCLUSION

Amendments to Rule 1157 will address existing exempprovisions relative to the high
wind exemption provisions that are deemed imprattaaggregate industry while
continuing to protect the public from exposure ighthparticulate concentrations during high
winds. The rule amendments will also better gjahie intent and applicability of the rule as
well as increase rule compliance.

CALIFORNIA ENVIRONMENTAL QUALITY ACT

Pursuant to the California Environmental Qualityt ACEQA) and AQMD Rule 110,
appropriate documentation will be prepared to a®abny potential adverse environmental
impacts associated with the proposed amendmemsl®1157. Comments received at the
public workshop and CEQA scoping meeting will bensidered when preparing the
Environmental Assessment.

SOCIOECONOMIC ASSESSMENT
The proposed impacts are not expected to imposersei\socioeconomic impacts on the

local economy. However, staff is seeking commemtany potential economic impacts
associated with the proposed amendments.

REFERENCES

Public Hearing Package for the adoption of Rule714%M10 Emission Reductions From
Aggregate And Related Operations, SCAQMD, Janu@ép?2

AP-42, Fifth Edition, USEPA
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January 20, 2006
(PAR1157-a)

PROPOSED AMENDED RULE 1157. PM10EMISSION REDUCTIONS

(@)

(b)

(€)

FROM AGGREGATE AND RELATED

OPERATIONS
Purpose
The purpose of this rule is to reduce PM10 emissioom aggregate and related
operations.
Applicability

This rule applies to all permanent and temporagregate and related operations,
unless otherwise exempt under subdivision (h).

Definitions

Q) AGGREGATE OPERATIONS are defined as operatitmst produce
sand, gravel, crushed stone, and/or quarried rocks.

(2) AGGREGATE OR RELATED MATERIAL means material ath is
produced and/or used by the aggregate and relptrdtons.

3) AGGREGATE TRUCKS mean trucks with open topseduso transport
the products of the aggregate and related opegatmmther processors,
retailers, or end users.

4) BLASTING OPERATIONS are defined as operatiotsatt break or
displace rock by means of explosives.

(5) BUNKER is defined as a three-sided enclosurelath one side may be a
windscreen with a maximum porosity of 20%.

(6) CARRY-BACK is defined as materials that falff ofie underside of the
conveyor belt and accumulate on the ground.

(7) CHEMICAL STABILIZERS are any non-toxic chemiadlist suppressant.
The chemical stabilizers shall meet any specificesj criteria, or tests
required by any federal, state, or local water agen

(8) CONVEYOR means an above-ground, outdoor conveystem to move

materials from any location, process, or equipmentanother in a
continuous fashion.

PAR1157-1



PAR 1157 (Cont.) (Adopted January 7, 2005)

(9)

(10)

(11)

(12)

(13)

(14)

(15)

DISTURBED SURFACE AREA means a portion of aface which has
been physically moved, uncovered, destabilizedptberwise modified
from its undisturbed natural soil condition, therétcreasing the potential
for emission of fugitive dust. This definition déxdes those areas which
have:

(A) been restored to a natural state, such thatvégetative ground
cover and soil characteristics are similar to ashacor nearby
natural conditions;

(B) been paved or otherwise completely covered bpeamanent
structure; or

(C) sustained a vegetative ground cover of at |@@spercent of the
native cover for a particular area for at leasti@gs.

DUST SUPPRESSANTS are water, hygroscopic naggéeror chemical

stabilizers used as a treatment material to refiigggve dust emissions.

ENCLOSED SCREENING EQUIPMENT means screeniggigment

where the top portion of the equipment is enclogeatept for the area

where materials enter the screening equipment.

END OF WORK DAY means the end of a working ipgrthat may

include one or more work shifts, but no later tBgmm.

EQUIPMENT BREAKDOWN means an unforeseeableammpent of an

air pollution control equipment or related opergtiaquipment which

causes a violation of any emission limitation cstmetion prescribed by
this rule or by State law and which: is not thauhesf neglect or disregard
of any air pollution control law, rule, or regulati is not a recurrent
breakdown of the same equipment; and, does notittdesa nuisance as

defined in the State of California Health and Safébde, Section 41700,

with the burden of proving the criteria of this see placed upon the

person seeking to come under the provisions ofrtiés

EXISTING FACILITY/OPERATION means a facilityr@n operation that

has begun to operate, or has an application foniPes Construct that has

been deemed complete by the Executive Officer dmetore December 3,

2004.

FRONT-END LOADER means a wheeled or tractaeder, with a bucket

or fork hinged to lifting arms that loads or digdieely at the front end.
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(16)

(17)

(18)

(19)

(20)

(21)

(22)

(23)

(24)

(25)

(26)

(27)

(28)

(29)

FUGITIVE DUST means any solid particulate reatthat becomes
airborne, other than that emitted from an exhauatks directly or
indirectly as a result of the activities of anyguar.

GEOTEXTILE means permeable textile, includibgt not limited to,
mesh, net, or even grid that is used in contadt aail or rocks with the
purpose of adding stability to the gravel pad.

HAUL ROAD means an unpaved road that is usedaul trucks to carry
materials from the quarry to different locationghin the facility.

HAUL TRUCK means a diesel heavy-duty truck ingva minimum
capacity of 50 tons and is used to transport agdesgvithin the facility.
HIGH WINDS means instantaneous wind speedeak@5 miles per
hour.

INFREQUENT MINING OPERATIONS mean operatioimait have state
mine IDs, approved reclamation plans and bondingegsired by State
Mining and Reclamation Act of 1975, and only operah an average of
52 days per year over the past three years fronerDeer 3, 2004.
INTERNAL ROADS mean private paved and unpaveads within the
facility’s property boundary.

LOADING means an activity to move materialenfr any location to a
truck.

MATERIAL SPILLAGE means material inadvertentbst or scattered by
spilling.

MIXER TRUCK means truck that mixes cement atiter ingredients in a
drum to produce concrete.

NEW FACILITY/OPERATION means a facility or aperation that has
not begun to operate, or does not have an applicdor Permit to
Construct that has been deemed complete by theuixedfficer as of
December 3, 2004.

NON-POROUS WALLS are walls that have zero pet@orosity. Non-
porous walls include but are not limited to coneratbd steel walls.

OPEN STORAGE PILE is any accumulation of aggte or related
material which is not fully enclosed, covered oermiically stabilized, and
which attains a height of three feet or more amnota surface area of 150
or more square feet.

OTHER DUST CONTROL METHODS including but natnlted to
baghouses, filter bags, enclosures, and partidbsmes.
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(30)

(31)

(32)

(33)

(34)

(35)

(36)

(37)

(38)

(39)

(40)

(41)

PAVED ROAD means a public or private improwtceet, highway, alley,
public way, or easement that is covered by typicatlway materials, but
excluding access roadways that connect a facilityh \& public paved
roadway and are not open to through traffic. Rup#ived roads are those
open to public access and that are owned by amrdkdstate, county,
municipal or any other governmental or quasi-gonemtal agencies.
Private paved roads are any paved roads not dedism@dblic.
PERMANENT FACILITY/OPERATION means a facilityr an operation
that is performed at one physical location for ntbian two years.

PM10 means particulate matter with an aeroahynaiameter smaller than
or equal to 10 microns as measured by the appéc8hite and Federal
reference test methods.

PRODUCTION WORK SHIFT is an eight hour opeargtperiod based on
the 24 hour operating schedule.

RELATED OPERATIONS are defined as operatidra tise sand, gravel,
cement, crushed stone, and/or quarried rocks im fgreducts, or crush
miscellaneous base, and inert landfills that handtestruction/demolition
debris.

RETURNED PRODUCTS mean left over concrete sphalt products
that were not used at the job sites and were btdaagtk to the facility.
RUMBLE GRATE is a system where the vehicle vibrated while
traveling over grates with the purpose of remowdngt and other debris.
SCALPING SCREEN means a screen where debrit @rersized
materials are rejected.

SENSITIVE RECEPTOR is a school (kindergartarouigh grade 12),
licensed daycare center, hospital, or convaledoame.

SILO means an elevated storage container, waitlhvithout a top, that
releases material through the bottom.

STABILIZED SURFACE means any previously disted surface area or
open storage pile which, through the applicationdast suppressants,
shows visual or other evidence of surface crusaimg) is resistant to wind-
driven fugitive dust and is demonstrated to beikzall. Stabilization can
be demonstrated by one or more of the applicalstentethods contained
in the Rule 403 Implementation Handbook.

STAGING AREA is a place where aggregate anxemirucks temporarily
gueue for their loading or unloading turn.
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(42)

(43)

(44)

(45)

(46)

(47)

(48)

(49)

(50)

(51)

(52)

(53)

TEMPORARY FACILITY/OPERATION means a facilithat operates or
an operation that is performed at one physicaltiooafor two years or
less. Temporary facility/operation includes poreafalcility/operation.
TRACK-OUT means any material that adheresthagglomerates on the
exterior surface of motor vehicles, haul trucks] aguipment (including
tires) that has been released onto a paved roadantie removed by a
vacuum sweeper or a broom sweeper under normahtopgiconditions.
TRANSFER means an activity to move materiedsnfany location to any
location within a facility.

TRANSFER POINT is a point in a conveying sgst@here the materials
are dropped onto a stockpile, equipment, or anatbrveyor, or where a
conveyor belt enters or exits the processing egeiigm

TRUCK TRIMMING AREA means an area where trutkat are exiting a
facility/operation are inspected to determine whketihe amount and type
of loaded material is correct. Any excess matasiaémoved in this area
of the facility/operation.

TRUCK WASHER means a system that is used thvilae entire surface
and the tires of a truck.

TUNNEL FEED is underground belt conveyor sgstéo move the
materials from any location to any location witha facility in a
continuous fashion.

TYPICAL ROADWAY MATERIALS means concrete, agitic concrete,
recycled asphalt, asphalt, or any other materiagefivalent performance
as determined by the Executive Officer and the BFA.

UNLOADING means an activity to release the enats from a truck or a
front-end loader to any location located insidefdudity.

UNPAVED ROADS mean any roads, equipment pathfavel ways that
are not covered by typical roadway materials. ulnhpaved roads are
any unpaved roadway owned by Federal, State, commtgicipal or other
governmental or quasi-governmental agencies. feriwapaved roads are
all other unpaved roadways not defined as puldh¢ernal unpaved roads
are private unpaved roads within the facility’'sgedy boundary.

WATER IRRIGATION SYSTEM means devices that areunted above
an open storage pile to deliver water to a pile.

WHEEL WASHER means a system that is capabMasghing the entire
circumference of each wheel of the vehicle.

PAR1157-5



PAR 1157 (Cont.) (Adopted January 7, 2005)

(54) VALIDATED NOTICE OF VIOLATION means a noticef aviolation
issued by a District enforcement officer that hasrbfinally resolved by
means of either a settlement with the alleged toolaesulting in the
payment of a civil penalty in any amount or a cqudgment imposing
civil or criminal liability on the alleged violatobased on the conduct
alleged in the notice of violation.

(d) Requirements
Unless otherwise stated, effective July 1, 2006regate and related operations
shall comply with the following requirements:
Q) General Performance Standards

(A)  The operator of a facility/operation shall raiuse or allow:

0] a discharge into the atmosphere of, fugitivetdemissions
exceeding 20 percent opacity from any activity,ipoent,
storage pile, or disturbed surface area, basech@verage
of 12 consecutive readings, using the SCAQMD Qpaci
Test Method No. 9B; or

(i) discharges into the atmosphere of, fugitivestdemissions
exceeding 50 percent opacity from any activity,ipoent,
storage pile, or disturbed surface area, based ion f
individual, consecutive readings, using the SCAQMD
Opacity Test Method No. 9B, effective December ()2,
or

(i)  any visible fugitive dust plume from exceedil00 feet in
any direction from any activity, equipment, storauje, or
disturbed surface area.

(B) The operator of a facility/operation shall pratty remove any pile
of material spillage on any internal paved road#ernatively, the
operator shall maintain in a stabilized conditiba pile of material
spillage with dust suppressants and remove it byetid of each
day.

(C)  The operator of a facility/operation shall ntain in a stabilized
condition all other piles of material spillage acarry-back with
dust suppressants until removal.
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(2)

3)

(4)

(5)

(6)

(D) The operator of a facility/operation shall usefficient dust
suppressants or other dust control methods assagds meet the
performance standards in subparagraph (d)(1)(A).

(E)  Where applicable, the operator shall instgtavel pad that:

0] Contains one-inch or larger washed gravel naametd to a
depth of six inches;
(i) Has a geotextile lining underneath the waspeel; and
(i) Is flushed with water or is completely repét; as
necessary to comply with the track out threshotdah in
Rule 403.
Loading, Unloading, and Transferring

The operator of an existing permanent or tempdeaiity/operation shall

use dust suppressants or other dust control methbadsach emission

source during loading, unloading, or transferriogvities of materials as

necessary to meet the performance standards imsadypph (d)(1)(A).

Conveyor

The operator of a facility/operation using a cororeghall apply dust

suppressants or other dust control methods atdheegor including all

transfer points where materials are released aessary to meet the

performance standards in subparagraph (d)(1)(A).

Crushing Equipment

The operator of a facility/operation conducting string activities of

materials shall use baghouses to control PM10 @mniss Alternatively,

the operator may apply dust suppressants or otrstradntrol methods at
the crusher including all discharge points as regsto meet the

performance standards in subparagraph (d)(1)(A).

Screening Equipment

The operator of a facility/operation conductingdmdr screening activities

of materials shall use enclosed screening equipthantis equipped with

a baghouse. Alternatively, the operator may apligt suppressants or

other dust control methods at the screening eqempmincluding all

discharge points during such activities as necgsdar meet the

performance standards in subparagraph (d)(1)(A).

Storage Piles

(A) The operator of a facility/operation shall miim in a stabilized
condition the entire surface area of the open gtorpiles of
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(B)

(©)

(Adopted January 7, 2005)

materials, except for areas of the piles that atevely disturbed

during the loading and/or unloading activities. tefshatively, the

operator may:

0] store materials in a silo or a bunker;

(i) maintain at least two feet of freeboard frotre thighest
portion of the piles; and

(i)  for the bunker, stabilize the sides of thdepthat are not
shieldedby non-porous walls.

At the end of each work day in which loading wnloading

activities of materials were performed, the operatdf a

facility/operation shall re-apply dust suppressatatsre-stabilize

disturbed areas of the piles.

The operator of a facility/operation shall natow any open

storage piles of materials to be greater than degttheight if such

piles are located within 300 feet of off-site ocadobuildings or

houses. Alternatively, the operator of a facibfyération shall

operate a water irrigation system to maintain instabilized

condition the entire surface of the piles.

(7) Internal Roads

(A)

(B)

(©)

Unpaved Haul Roads

0] The operator of a facility/operation shall appathemical
stabilizers on the internal unpaved haul roadshst the
surface is maintained in a stabilized condition.

(i) The operator of a facility/operation shall pasgns at the
two ends of the internal unpaved haul roads, rejatnat
haul trucks shall use these roads unless traveétinipe
maintenance areas.

Unpaved Non-Haul Roads and Parking and Stagnegs
The operator of a facility/operation shall applheohcal stabilizers
on such unpaved roads and parking and staging ace#sat the
surface is maintained in a stabilized condition,apply a gravel
pad that meets the criteria set forth in subpapdg@)(1)(E) on
the entire unpaved non-haul road and/or the parkimd) staging
areas.

Paved Roads
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0] The operator of a facility/operation with a nmmum of 60
aggregate and/or mixer trucks exiting the facitity any
day shall sweep the internal paved roads with aestr
sweeper by the end of each production work shift.

(i) The operator of a facility/operation with ledhan 60
aggregate and/or mixer trucks exiting the facitity any
day shall sweep the internal paved roads with aestr
sweeper by the end of every other work day. Ondtnes
that the roads are not swept, the operator shply apater
as necessary to comply with subparagraph (d)(1ofA gt
least 100 feet of paved roads, or the entire lengthaved
roads leading to an exit to public paved roadsudh roads
are less than 100 feet long.

(i)  Sweepers that are purchased after Decemb&034 shall
meet the criteria of PM10-efficient Rule 1186-destd
sweepers.

(iv)  The operator of a new facility/operation shakke Rule
1186-certified-sweepers to sweep the internal pavads.

(8) Track-Out

(A)  The operator of a facility/operation and thevdrs must take all
reasonable steps to ensure that all loads on agjgréxgicks are
leveled and maintained with at least 6 inchesedélfoard, and that
the load is stabilized by applying dust suppressamtsufficient
guantities so that the performance standards irpasalgraph
(d)(1)(A) are met, unless the driver tarps or sitaovers the load
prior to entering paved public roads or prior te tise of a rumble
grate and/or wheel washer.

(B) The operator of a facility/operation must pegjns at the exits of
the facility to require all loads to comply withetliequirements in
subparagraph (d)(8)(A).

(C)  Effective December 3, 2005, the operator ofagility/operation
not covered under subparagraph (d)(8)(D) shalalhand utilize a
rumble grate, a wheel washer, or a truck washacaordance with
the following:

0] The rumble grate, the wheel washer, or thekirwasher
shall be located no less than 30 feet prior to exdthat is
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(D)

(ii)

(iii)

(iv)

(V)
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used by aggregate and/or mixer trucks and leading t
paved public road;

The operator must ensure that all aggregaté amxer
trucks leaving the facility go through the rumbiatg, the
wheel washer, or the truck washer;

The operator shall post a sign by the rumpglate, the
wheel washer, or the truck washer to designatespeed
limit to 5 miles per hour for using such controugmment;
and

If the internal road from the rumble grate,etlwheel
washer, or the truck washer to any paved publid rsanot
paved, the operator shall apply a gravel pad thestsnthe
criteria set forth in subparagraph (d)(1)(E) torstmads.

An operator is not subject to clause (d)(8)(Cif(he can
demonstrate to the Executive Officer, by July 10®20hat
there is not adequate space for 30 feet of roacwdythat a
rumble grate, a wheel washer, or a truck washarséorter
distance will be adequate to prevent track outustt do the
public road. The operator of a new, temporary
facility/operation shall provide such demonstrationthe
Executive Officer prior to the beginning of its ogeon.

Effective December 3, 2005, the operator of eavrpermanent
facility/operation with land size in excess of &&res or with a
designed daily throughput of 750 tons, and the aiperof an

existing permanent facility/operation with a minimuof 60

aggregate and/or mixer trucks exiting the facitity any day shall
install and utilize a rumble grate and a wheel veash accordance
to the following:

(i)

(ii)

The rumble grate and the wheel washer shalbbated no
less than 30 feet prior to each exit that is useddgregate
and/or mixer trucks and leading to a paved pulbadr
The rumble grate shall be located within 10 feetrfrthe
wheel washer.

The operator must ensure that all aggregaté amxer
trucks leaving the facility go through the rumblatg first
and then, the wheel washer.
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(i)  The operator shall post a sign by the rumiglate to
designate the speed limit to 5 miles per hour rfaveling
over the rumble grate and wheel washer.

(iv)  The operator shall pave the internal roadsnfithe rumble
grate and the wheel washer to the facility exitslieg to
paved public roads.

(V) The operator must ensure that all aggregate rancer
trucks stay on the internal paved roads betweemwtiezl
washer and the facility exits leading to paved utdads.

(vi)  An operator is not subject to clause (d)(8){(Pif he can
demonstrate to the Executive Officer, by July 10®20hat
there is not adequate space for 30 feet of roacndythat a
rumble grate and a wheel washer at a shorter disten|
be adequate to prevent track out of dust to thdigudad.
The operator of a new, permanent facility/operatsbiall
provide such demonstration to the Executive Offijggor
to the beginning of its operation.

(E) The operator of a facility/operation shall poe the “Fugitive
Dust Advisory” information prepared by the Distritcd the
aggregate and/or mixer truck company and/or brekdeast once
each calendar year.

(9) The operator of a new permanent facility/operashall comply with all
requirements set forth in this rule and apply BAstilable Control
Technology required by the Executive Officer.

(10) New and/or modified equipment shall complyhwvd0 CFR Part 60,
Subpart | and/or 40 CFR Part 60, Subpart OOO aopppte.

(e) Recordkeeping:
The operator of a facility/operation shall keep tbkowing records on-site for 3
years, or 5 years for Title V facility, and makeclsurecords available to the
Executive Officer upon request:
Q) Records of watering and sweeping schedulentermal paved roads;
(2) Records of aggregate and/or mixer trucks mgxithe facility;
3) Records of “Fugitive Dust Advisory” informatiahstribution;
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(f)

(9)

(4)

()

(6)

(7)

Records of new equipment initial start-up an@kisting equipment start-
up after a repair to fix an equipment breakdowrsetking exemption

pursuant to subparagraphs (h)(1)(B) and/or (h)(1)(C

Records of scheduled maintenance activitiesseeking exemption

pursuant to subparagraph (h)(1)(A);

Records of aggregate materials that meet therigions in subparagraphs
(h)(2)(A) and (h)(2)(B); and

Records of operating days if seeking exemppiorsuant to subparagraph

(h)(10)(D).

Test Methods
The following test methods shall be used to deteencompliance with this rule:

(1)
(2)

SCAQMD Opacity Test Method No. 9B
The Stabilized Surface Test Method includedhe SCAQMD Rule 403
Implementation Handbook.

Additional Requirements Triggered by Recuriéiaation:

(1)

(2)

The operator of an existing facility locatedthim 500 meters of off-site
occupied buildings or houses or a sensitive receptioo accrues three or
more validated notices of violation for causingatiowing fugitive dust
emissions exceeding the opacity limits in clausBELj(A)(i) as measured
by the test methods in (f), or a visible fugitivestl plume exceeding 100
feet in any direction, issued on separate daysitations from the same
emission source at the facility in any continuouglve month period
(“recurrent violations”) starting from December Z)05 shall, within 30
days of the third notice of violation being validdf submit an emission
reduction plan to the Executive Officer that mee¢bhe following
requirements:

(A) The plan must propose additional emission antneasures
sufficient to remedy the causes of the recurrentations and
prevent future violations; and

(B) It must provide for implementation of the spgead additional
control measures at the earliest practicable date.

The Executive Officer shall approve the emissieduction plan within 30

days of receipt of a complete plan if it is detared that implementation

will likely remedy the causes of the recurrent atans. The Executive
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(h)

)

Officer may impose additional conditions in therpl& it is determined
necessary to remedy the causes of the recurrelatioims, however, the
Executive Officer may not require, as a conditian dpproving an
emission reduction plan under this paragraph, arabpr to implement
control measures that are economically or techmoddly infeasible, that
do not directly address the cause of the recuxiefdtions, or that require
the operator to take responsibility for the condofcta third party over
whom the operator has no legal control. A disapaire@r conditional
approval of a plan by the Executive Officer may dggpealed to the
Hearing Board.

The Executive Officer shall disapprove any plaat does not demonstrate
a substantial likelihood of preventing violatiomsthe future. If a plan is
disapproved, the responsible party shall subm&vesed plan which cures
the defects within 30 days of receipt of noticelishpproval.

Exemptions

(1)

(2)

The following activities will be exempt from qeirements set forth in

subparagraph (d)(1)(A):

(A)  The first 8 hours of the new equipment ini&art-up and the first
2 hours of the equipment start-up after a repaiixtan equipment
breakdown or after a maintenance activity schedaletkast 48
hours in advance by the operator of a facility.

(B) Blasting operations.

During high winds, the operator of a facilitgération will be exempt

from the requirements in subparagraph (d)(1)(ApHfactivities—and/or

ming-are not

PAR1157-13



PAR 1157 (Cont.) (Adopted January 7, 2005)

©)

(4)

Shiegcenealone oo cone el e sl s

(A)  All activities, including aggregate excavatigroduction, loading
and unloading activities, and material transpa, @eased, except
for dust controls as required by District rules; or

(B)  All excavation and earthmoving operations, g@tder underwater
dredging and the transporting of dredged matetialse surge
pile, and aggregate production (but not loadinttammsport) are
ceased, provided:

() dust controls as required by District rules applied; and

(ii) unpaved roads have had chemical stabilizerdieg prior
to the wind event, or where unpaved roads havehadt
chemical stabilizers applied, water is applied exper hour
during active operations; and

(i) within fifteen (15) minutes of each loadingtavity, water is
applied to un-stabilized areas of open storages pilat will
be actively disturbed during loading; or

(C)  The only activities being conducted at readyadiconcrete or hot
mix asphalt facilities are those activities thaidwce materials for
use in construction projects which are being pawgabured
during high winds, provided that dust controlseuired by
District rules are applied.

Scalping screens will be exempt from the eng®srequired in
paragraph (d)(5).
The operator of a facility/operation is exenfymm the use of chemical
stabilizers for internal unpaved roads if the ulsapplicable chemical dust
suppressants on those specific unpaved roads esolthe rules and/or
regulations of the local Water Quality Control Bobar other government
agency. Alternatively, the operator of a faciliyération may use water,
proving that:

(A)  Water is used in sufficient quantity and fregag on those specific
internal unpaved roads so that the surface is miagd in a
stabilized condition; and

(B) The operator notifies the Executive Officemmting 30 days prior
to the use of water and demonstrates that the fuskemical was

not allowed on those specific unpaved roads.
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()

(6)

(7)

(8)

9)

(10)

Empty haul trucks traveling to and from mair@ece areas are exempt
from the requirement to use internal unpaved headls if they travel on
internal unpaved non-haul roads that comply witk tlequirement in
subparagraph (d)(7)(B).

The unpaved non-haul roads will be exempt fribra requirement in

subparagraph (d)(7)(B) if such roads are usedtless twice a day, and

signs are posted on such roads to restrict speedtt 15 miles per hour
and to restrict traffic to such vehicles only.

Carry-back that is generated by the tunnel fedldbe exempt from the

requirement set forth in subparagraph (d)(1)(C).

Truck trimming areas are exempt from the regjuignt in subparagraph

(d)(1)(©).

Facilities where aggregate trucks are not usexhrry aggregate or related

materials to and off the facility property are ex#rirom the requirements

in paragraph (d)(8).

The following are not required to install asgkrate a wheel washer:

(A) Facilities that have their internal roads adlvpd and with the
exception of returned products, their aggregatelated materials
metered directly to a ready-mix or hot mix asphalick. The
facilities may accept returned products and até caalified for
the exemption from a wheel washer. The facilitgs instead
required to have a rumble grate or a truck washdrcamply with
subparagraph (d)(8)(C).

(B)  Facilities with less than 5 acres in land sarel handle recycled
asphalt and recycled concrete exclusively, provitlesl facility
installs a rumble grate, comply with clauses (dit®)) through
(d)(8)(C)(iii), and applies a gravel pad that metis criteria set
forth in subparagraph (d)(1)(E) on the entire umghwon-haul
roads leading to a paved public road.

(C) Facilities that pave a minimum of ¥ mile frohetrumble grate to
the facility exit leading to a paved public road.

(D) Facilities that are infrequent mining operasiprprovided they
install a rumble grate and apply a gravel pad mhets the criteria
set forth in subparagraph (d)(1)(E) for a distanteo less than
100 feet from the rumble grate to the facility elaading to a
paved public road, and keep records in accordartteparagraph
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(e)(6). The facility shall inform the District ithe case that they
operate more than 52 days per year based on thagavef a
rolling 3 year period after December 3, 2004. Hrs tcase, the
facility shall comply with the requirements settfoin paragraph
(d)(8).

(11) The operator of a facility/operation is exerfriptn using the test methods
set forth in paragraph (f)(2) for the demonstratioh the surface
stabilization of open storage piles where 90% dirtivolume contain
materials that are larger than ¥z inch product, ipinog such piles meet the
performance standards in subparagraph (d)(1)(A).

Alternative Control Options

In lieu of using dust suppressants, the operater facility/operation may submit
for approval by the Executive Officer and the UEhvironmental Protection
Agency a plan for achieving equivalent emissionuctidns through alternative

control measures.

PAR1157-16



